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FCC CAUTIONS

This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) This device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause undesired

operation.

Any Changes or modifications not expressly approved by the party responsible for

compliance could void the user's authority to operate the equipment.

Note: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This
equipment generates uses and can radiate radio frequency energy and, if not installed and
used in accordance with the instructions, may cause harmful interference to radio
communications. However, there is no guarantee that interference will not occur in a
particular installation. If this equipment does cause harmful interference to radio or television
reception, which can be determined by turning the equipment off and on, the user is

encouraged to try to correct the interference by one or more of the following measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

Connect the equipment into an outlet on a circuit different from that to which the receiver is
connected.

Consult the dealer or an experienced radio/TV technician for help.

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled
environment. This equipment should be installed and operated with minimum distance 20cm

between the radiator & your body.



UNPACKING AND TESTING APPLIANCE

Carefully remove the appliance from the box.

Prior to installing the appliance, test to make sure the appliance operates properly by
plugging the power supply cord into a conveniently located 120 Volt grounded outlet.
Test all aspects of its operation (manual switches, remote and heater) to make sure all
components operate correctly.

As with most electronic devices, your electric fireplace has been designed to operate at

temperatures between 5 °C (41°F) and 35°C (95°F). During the cold winter months, allow the
fireplace to reach room temperature before turning it on.

NOTE: There may be trace odor during the first few minutes of initial use. This is
harmless, normal, and will never occur again.

GROUNDING APPLIANCE

This appliance is for use on 120 volts. The cord has a plug as shown in (A). An adapter as
shown in (C) is available for connecting three-blade grounding type plugs to two-slot
receptacles. The green grounding lug extending from the adapter must be connected to a
permanent ground such as a properly grounded outlet box. The adapter should not be used if
a three-slot grounded receptacle is available.

To disconnect appliance, turn controls to off, then remove plug from outlet.
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CHOOSING A LOCATION FOR THE FIREPLACE

Plan where to place and frame the fireplace. Before installation consider the following:

1. The location of the fireplace must allow for wall and ceiling clearances.

2. Consider a location where the fireplace screen will not be exposed to direct sunlight from
windows or doors.

3. A 15 ampere, 120 Volt, 60 Hz branch circuit with proper ground must be available at the
location. A dedicated branch circuit should be provided to avoid circuit breakers to trip or
fuses to blow.



TRD - 26 (TD-190026-1)

Description ELECTRIC FIREPLACE
Voltage 120V AC 60Hz
Watts 1200W Max

NO HEATER 15W

MOTOR HEATER 19W

Appliance Width

259/32" or 64.2 cm

Appliance Height

16 23/32" or 42.5 cm

Appliance Depth

11 11/32" or 28.78 cm

Gross Weight

57.32 lbs or 26 kgs

Plug Location

Left side

Cord Length

707/8” or 180 cm

Rough Wall Opening
Size

261/4" x 1627/32"
66.74cm x 42.78 cm

BTU

4095
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This appliance has been tested in
accordance with the UL Standard 2021
for fixed and location dedicated
electric room appliances in the United
States and Canada. If you need
assistance during installation, please
contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in
accordance with local codes. In the
absence of local codes, use the
current CSA C22.1 Canadian Electrical
Code in Canada or the ANSI/NFPA 70
National Electrical Code in the United
States.
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TRD - 30 (TD-190030-1)

Description ELECTRIC FIREPLACE
Voltage 120V AC 60Hz
Watts 1200W Max

NO HEATER 16W

MOTOR HEATER 19W

Appliance Width

29 13/32" or 74.7 cm

Appliance Height

19 3/32" or 48.5 cm

Appliance Depth

11 11/32" or 28.78 cm

C =

144+ +'-

Plug Location

Left side

Cord Length

707/8” or 180 cm

Rough Wall Opening
Size

303/8"x 197/32"
77.24 cm x 48.81 cm

This appliance has been tested in
accordance with the UL Standard 2021
for fixed and location dedicated
electric room appliances in the United
States and Canada. If you need
assistance during installation, please
contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in
accordance with local codes. In the
absence of local codes, use the
current CSA C22.1 Canadian Electrical
Code in Canada or the ANSI/NFPA 70

BTU 4095 National Electrical Code in the United
States.
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TRD - 33 (TD-190033-1)

Description ELECTRIC FIREPLACE
Voltage 120V AC 60Hz
Watts 1200W Max

NO HEATER 17W

MOTOR HEATER 19W

Appliance Width

31 25/32" or 80.74 cm

Appliance Height

22 1/4" or 56.5 cm

Appliance Depth

11 3/8" or 28.8 cm
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Plug Location

Left side

Cord Length

707/8” or 180 cm

Rough Wall Opening
Size

323/4"x 22 3/8"
83.24 cm x 56.83 cm

This appliance has been tested in
accordance with the UL Standard 2021
for fixed and location dedicated
electric room appliances in the United
States and Canada. If you need
assistance during installation, please
contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in
accordance with local codes. In the
absence of local codes, use the
current CSA C22.1 Canadian Electrical
Code in Canada or the ANSI/NFPA 70
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BTU 4095 National Electrical Code in the United
States.
i [ L8 _y
“ & & & &[] é_ . I:I@.
‘e | E = =
E £ E =
o | O o =
N~ ~ O =
o, | = 10, =
W GG <t %
NI N =
Y =
Y J = Tl
11.
295" [759.4mm] 1155" [287.8mm]
- 27. -
33372 [859.4mm]

1245" [305.8mm|




TRD - 38 (TD-190038-1)

Description ELECTRIC FIREPLACE
Voltage 120V AC 60Hz
Watts 1200W Max

NO HEATER 18W

MOTOR HEATER 19W

Appliance Width

375/32" or 94.4 cm

Appliance Height

27 7/32" or 69.1 cm

Appliance Depth

12 5/16" or 31.28 cm
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Plug Location

Left side

Cord Length

707/8” or 180 cm

Rough Wall Opening
Size

381/8"x 27 11/32"
96.94 cm x 69.45 cm

BTU

4095

This appliance has been tested in
accordance with the UL Standard 2021
for fixed and location dedicated
electric room appliances in the United
States and Canada. If you need
assistance during installation, please
contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in
accordance with local codes. In the
absence of local codes, use the
current CSA C22.1 Canadian Electrical
Code in Canada or the ANSI/NFPA 70
National Electrical Code in the United
States.
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TRD - 44 (TD-190044-1)

Description ELECTRIC FIREPLACE
Voltage 120V AC 60Hz
Watts 1200W Max

NO HEATER 18W

MOTOR HEATER 19W

Appliance Width

43 7/32" or 109.8 cm

Appliance Height

315/8" or 80.3 cm

Appliance Depth

13 11/16" or 34.78 cm
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Plug Location

Left side

Cord Length

707/8” or 180 cm

Rough Wall Opening
Size

44 1/4" x 31 3/4"
112.34 cm x 80.65 cm

BTU

4095

This appliance has been tested in
accordance with the UL Standard 2021
for fixed and location dedicated
electric room appliances in the United
States and Canada. If you need
assistance during installation, please
contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in
accordance with local codes. In the
absence of local codes, use the
current CSA C22.1 Canadian Electrical
Code in Canada or the ANSI/NFPA 70
National Electrical Code in the United
States.
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TRD - 48 (TD-190048-1)

Description ELECTRIC FIREPLACE
Voltage 120V AC 60Hz
Watts 1200W Max

NO HEATER 21W

MOTOR HEATER 19W

Appliance Width

47 1/4" or 120 cm

Appliance Height

415/8" or 105.7 cm

Appliance Depth

13 11/16" or 34.78 cm

G =
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Plug Location

Left side

Cord Length

707/8” or 180 cm

Rough Wall Opening
Size

48 1/4" x 41 3/4"
122.54 cm x 106.05 cm

This appliance has been tested in
accordance with the UL Standard 2021
for fixed and location dedicated
electric room appliances in the United
States and Canada. If you need
assistance during installation, please
contact your local dealer.

NOTE: This appliance must be
electrically wired and grounded in
accordance with local codes. In the
absence of local codes, use the
current CSA C22.1 Canadian Electrical
Code in Canada or the ANSI/NFPA 70
National Electrical Code in the United
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MEDIA OPTIONS

1"2 . 34 1"2 5 4

BIRCH LOG SET CLEAR GLASS $8+45 =1$22 VERMICULITE

MEDIA INSTALLATION
Unscrew 4 screws and take off the trim. (NOTE: Keep hold of the front glass as it may fall

down automatically when the trim is removed.)

INSTALLING THE DECORATIVE MEDIA

Pour the fire glass media into the tray. Feel free to use any combination of the fire glass
media that you find most appealing. Put back the trim and front glass after you finish

installing the fire glass.



OPERATION

The Fireplace operates by using either the touch panel located on the upper left hand corner
or by remote control.

Plug the fireplace into a 15 Amp wall socket.
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WIFI OPERATION
INSTALL TuyaSmart life
There are 2 ways to install TuyaSmart;

1. Search for “TuyaSmart life” in the APP store on your phone, download and install.

2. Scan the QR code below with your mobile phone.

WIFI SETTING AND FIREPLACE OPERATION

1. Create an account and log in.
2. When you log in, touch “+” (FIG.1) to enter in FIG.2. Touch “others” on the left corner first

and then choose “Connector (Wi-fi)” to enter in FIG.3 to set your Wi-fi account and

4 Add Manually  Auto Scan - Cancel
@ (]
Lighting Others o
Select 2.4 GHz Wi-Fi Network
and enter password.
-
Sensors i . . If \ s 5GHz e set It to be
Connector Universal Universal 2.4GHz. Common route ing method
(Wi-Fi) Remote Control  Remote Control
Large Home (Wi-Fi+BLE)
Appliances
- \
Small Home 0
Appliances STEP 2 %
No devices Connector Others Others
(Wi-Fi) (Zigbee)
fre v Wi-Fi- 2.4Ghz
Add Device Appliances
ix::h;‘ QOthers Others Others
. (BLE) (NB-IaT)
Security &
Video Sur..
Smart Speaker
Gateway
Eoite = Set your Wi-I'i account
Energy
Entertainme
nt
Industry & STEP 1
Agriculture
Home Smart Me
Jthers

FIG.1 FIG. 2 FIG.3
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FIG.4
3. Press & (flame button) on the touch panel of the fireplace for more than 5 seconds
when the fireplace in standby mode. There will be 2 beeps come out from the fireplace
and the & (flame button) will flash as well indicating that Wi-fi is in EZ mode. Then
please confirm to go next. (FIG.5)
4. The APP will scan (FIG.6) and add the fireplace to APP (FIG.7) automatically. Please
make sure the Wi-fi account and password you set are correct and Wi-fi signal is good.

5. Touch “Done” to finish Wi-fi setting.(FIG.7)

Cancel EZ Mode Cancel Done
Reset the device first. Adding device... Added.
Power on the device and confirm that the Enslreithatithe. deviceis nowsredion Amantii R2
indicator is blinking rapidly.
Device added ssfull

Note: please complete the network distribution
within 3 minutes after resetting the device.

Perform net pairing as prompted. »

01:59

Qonﬁrm the indicator is blinking rapidly. @
Sean

FIG.5 FIG.6 FIG.7



6. Now you are in the interface like FIG.7. You can operate the fireplace via Wi-fi.

Amantii R2

Amantii

IseT f;}ﬂ

16°C[69°F

Temperature_set

Temperature_House

%9 Heat

& Flame

FIG.7

NOTE: Turn off the flashing blue Wifi indicator light

b & w & w HH

Touch the @ (power button) once, the blue light will stop flashing.



EXPLODED VIEW
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TROUBLE SHOOTING

PROBLEM

POSSIBLE CAUSE

SOLUTION

Dim or no flame

Flame LED’s are burnt out.

Inspect the LED’s and replace them if
necessary.

Back black cloth is falling off
and rolled up in the flicker.

Change a flicker and back black cloth.

Ember bed is
glowing or dimming

not

Ember LED’s are burnt out

Inspect the ember bed LED’s and
replace them if necessary.

Appliance turns off and
will not turn on

Appliance has overheated, and
safety device has caused the
thermal switch to disconnect.

Turn off the main switch, allow
appliance to cool for 10 minutes,

turn back on.

House circuit breaker has

tripped.

Reset house circuit breaker.

Appliance’s fuse has blown.

Replace the fuse.

Appliance will not come
on when switch is
flipped to ON

Appliance is not plugged into an
electrical outlet.

Check plug and plug in.

Appliance has overheated and
safety device has caused the
thermal switch to disconnect.

Turn off the main switch, allow
appliance to cool for 10 minutes, turn
back on.

Circuit board is burnt out.

Inspect the circuit board and replace
it if necessary.

No warm air coming out
of appliance

Heater is burnt out.

Inspect the burner and heater
assembly and replace it if necessary.

Flame sputters

Flame motor is defective.

Call a qualified service technician and
replace flame motor.

Remote Control does

not work.

Low batteries.
Unit switch in “O” position.

Replace AAA batteries in remote

control.
Turn the switch in

HIII

position.

Flame is fixed.

Wiring may be loose or the
flame motor may be defective.




SERVICE HISTORY

This heater must be serviced annually depending on usage.

Date

Dealer
Name

Service
Name

technician

Service Performed

Special Concerns

NOTES:




ELECTRIC FIREPLACE WARRANTY

FOR PRODUCTS MANUFACTURED AFTER JANUARY 1, 2016

APPLICATION OF PROVINCIAL AND STATE LAW

This limited warranty gives you speciee legal rights, and you may also have other rights which vary from jurisdiction to jurisdiction.
The provisions of the United Nations Convention on Contracts for the Sale of Goods shall not apply to this limited warranty or the sale
of products covered by this limited warranty.

GENERAL
Amantii reserves the right to make changes at any time without notice, in design, material, specibcations, prices and the right to
discontinue styles and products.

GLASS
This limited warranty does not apply to the following glass products:

rmN5 aYwW w® D O0GrEYra

wOs X O EEPsE& | Zs &su Xs' E 6sd _sdbPfXs_ Ux %ExUsOU uls & st x~ &I1P%NsXud °
ils PX0O6 dbxX x 6bilb NA 6( 6PXs E GisEbsa° & Esd 60 s "P66 Xx 6XXJSE Es PX

Er»5 NrMrwid MwawEa
_Dl'.'li ils Es6b EbP6bit x lls OxN¥ixXsXiua as_ bX ils OXXEUE OUbxX x x E s6sOUEE
NXxUxE "P66 Xx 6xXfsE Es PXO6 _s_ PX&P_s ils O EtxX OxXiu PXbPX{ Gls PEs¥%6 Os?

T3 N XuPP3OXxN 3szbis alByraa



